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SlimPAR Q12 USB (p. 21)

Festoon (p. 28)

SlimPAR T12 USB (p. 20)

SlimPAR Pro H USB (p. 16)

SlimPAR Pro W USB (p. 16)

SlimPAR Pro Q USB (p. 16)
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SlimPAR Q6 USB (p. 21)

EVE E-100Z (p. 22) EVE E-50Z (p. 22) EVE F-50Z (p. 23)

SlimPAR T6 USB (p. 20)

SlimPAR H6 USB (p. 18)

COREpar 40 USB (p. 14) COREpar 80 USB (p. 14)

COREpar UV USB (p. 15)

Gobo Zoom USB (p. 29)COLORband PiX-M USB (p. 17)

SlimBANK T18 USB (p. 18)

Abyss USB (p. 29)COLORband PiX USB (p. 15)4BAR LT USB (p. 27)

EZpar T6 USB (p. 18)

Equipos compatibles con D-Fi USB
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• Frecuencia de operación: 2.412 a 2.484 GHz
• Alcance máximo sin obstrucciones: 50 m (165 ft)
• Peso: 31.2 g (1.1 oz)
• Dimensiones: 78 x 25 x 13 mm (3 x 0.9 x 0.5 in)

Para las especificaciones completas, visite ChauvetDJ.eu

Especificaciones

CHAUVET DJ ha desarrollado una serie de equipos que incluyen una conexión USB estándar. Ahora es posible comunicarse 
inalámbricamente con todos ellos por medio del nuevo transceptor D-Fi USB, el cual elimina la necesidad de utilizar cables 
de DMX. El transceptor D-Fi USB es alimentado por el equipo al que se conecta. Controle sus equipos USB empleando 
cualquiera de nuestros controladores inalámbricos, o desde su teléfono inteligente con el D-Fi Hub y FlareCON.

D-Fi USB*

El primer y único transceptor D-Fi USB en el mundo
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* Patente pendiente
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D-Fi USB


